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Item Code Description Qty

A

F

1

4 (6)

Overhead Light Bar

Hanger Clip

B

G

K

C

H

L

D

M

E

J

N

1

1

4 (6)

1

1 (2)

2

1

4 (6)

8

(1)

2 (3)

8

4

Right Support Assembly

Power Cord

8-32 x 5/16 Screw

Left Support Assembly

LED Connector

Thumb Screw

LED Light Reflector

5/16-18 x 5/8 Screw

Extension Cord

LED Light

5/16-18 T-Nut

Channel Cover

I

T5 3/16” Allen Wrench 3/16”

Additional Tools Needed

Phillips Screwdriver

Tape Measure

Masking Tape

PARTS LIST



06 / 18

Fitting the T-Nuts

Rotate the t-nut sideways and insert it into the slot. 
Ensure that the ball or spring is facing inwards.

A correctly inserted t-nut should look like the 
image above.

If the t-nut is sitting in the slot crooked, slide a 
small allen wrench into the threads of the nut. Use 
the allen wrench to rotate the t-nut until it clicks 
into place.

Several different fasteners and tools are used throughout 
the assembly process. In order to distinguish which tool 
is needed when, symbols will be placed by the steps that 
tool is needed for. These symbols correspond with the 
symbols in the Parts List.

A correctly inserted t-nut should look like the 
image above.

3/16”

Reading Symbols
Symbol

Step

RECURRING STEPS
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ASSEMBLY

Lower the Comfort Table to its lowest position by 
pressing the “2” button or pressing and holding 
the down arrow.

M 1 2 3 4

Slip a t-nut (I) into the upper slot on the right side 
of the table as shown above.

Push the t-nut so it is sitting in the slot. Refer to 
fitting the t-nuts on the previous page if it is not 
sitting correctly.

Repeat for 3 other t-nuts and position them 
approximately in the positions shown above.

Attaching the Right Support

7/16”3”

Align front edge of t-nut with 
back edge of t-nut above.

The images in this manual show installation on a 12’ table. Your 
installation may differ slightly if you have a different table length. 
Those differences are noted throughout this manual.



08 / 18

Locate the right support assembly (B). A label with 
the letters “RH” should be present in the location 
shown above.

Position the right support assembly on the right 
side of the table. Slip the screw through the right 
end arm and thread back into the t-nut. Do not 
tighten fully.

Remove the screw in the right support assembly. 
Leave the t-nut in place.

R
H

3/16”

Orient the right support assembly so the lower 
bracket lines up with the t-nuts in the table. It may 
be necessary to adjust the position of the t-nuts.

3/16”



09 / 18

Insert 4 screws (J) through the bracket and into 
the t-nuts. Tighten fully.

Tighten screw fully.

3/16” 3/16”

Attaching the Left Support

Insert the t-nuts on the left side of the table in the 
same way as done on the right side.

Locate the left support assembly (C) and remove 
the screw. Leave the t-nut in place.

7/16” 3”

Align front edge of t-nut with 
back edge of t-nut above.

3/16”
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Position the left support assembly on the left side 
of the table. Slip the screw through the left end 
arm and thread back into the t-nut. Do not tighten 
fully.

Orient the left support assembly so the lower 
bracket lines up with the t-nuts in the table. It may 
be necessary to adjust the position of the t-nuts.

Insert 4 screws (J) through the bracket and into 
the t-nuts. Tighten fully.

Tighten screw fully.

3/16”

3/16” 3/16”
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Attaching the Overhead Light Bar

Attach a hanger clip (F) to the overhead light bar 
with a screw (K). Repeat for all locations where 
a tapped hole is present. Note - your overhead 
lighting system may already have these installed.

With the assistance of a helper, lift the overhead 
light bar up and slide down into the light bar 
mounts. Be sure to lower both sides evenly and do 
not angle one side up or down too much.

Thread a thumb screw (L) into the light bar 
mounts. It is not necessary to tighten this more 
than finger tight. Note - If your overhead lighting 
system needs to be disassembled for any reason, 
remove these thumb screws before removing the 
overhead light bar.

Left light bar mount shown above.
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Attaching the Lights

Remove the film on the LED light lens. Slide a 
reflector (E) into a slot of an LED light (D).

Slide a reflector (E) into the other slot of an LED 
light (D). Repeat the previous 2 steps for all of the 
lights.

It may be necessary to place a small piece of tape 
across the reflectors so they do not slide around 
when installing.

Push a connector (H) into one end of the LED light. 
For 8 and 10 foot tables, only one connector needs 
to be installed. For 12 and 14 foot tables, two 
connectors need to be installed.
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A correctly installed LED light shown above.

Carefully position the light under the 2 hanger clips on the leftmost side of the table. The connector 
should be towards the right. Make sure the light is contacting both clips. Push up on the light until it 
locks into both hanger clips. You should hear an audible “click”. If needed, the hanger clips can be bent 
slightly if the light does not fit properly. The light can be slid back and forth to center the light on the 
clips. Note - If you have a 10 ft or 14 ft table the light will be in from the end of the table about 1 ft. If 
you have an 8 ft or 12 ft table the light will be flush with the end.

Repeat the step above for the 2nd LED light. If you 
have a 12 or 14 foot table, be sure the connector 
is facing towards the right.
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Slide the two LED lights together so the connector is seated fully into both lights.

Correctly connected lights should look like the 
image above.

If you have a 12 or 14 foot table, repeat the above 
step for the 3rd LED light.
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Note - If you have a 10’ or 14’ table, a 1 foot extension cable (N) will be included. Plug the 
extension cable into the end of the light and plug the power cable into the extension cable. 

Continue routing the power cord along the slot. Place 2 more channel covers on either side of the 
power switch to secure it in place.

Plug the power cord (G) into the end of the LED 
light.

Route the power cord along the back slot of the 
right support assembly and secure in place with a 
channel cover (M). Be sure not to pinch the power 
cord when inserting the channel cover.
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SERVICE
Information about usage, maintenance and tips & tricks can be found at: https://www.apqs.com/
support/apqs-manuals/

If you have difficulty for any reason, please call us at 1-800-426-7233. Our office hours are Monday – 
Friday, 8 a.m. – 5 p.m. CST. You can also reach us by sending an email to service@apqs.com. 
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