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Deluxe Table Assembly Manual 

 
Welcome to The APQS Family! 
 
 
Thank you for selecting APQS as your longarm quilting company! As a family-owned company, we work 
ƘŀǊŘ ǘƻ ƳŀƪŜ ƻǳǊ άƴŜǿέ ŦŀƳƛƭȅ ƳŜƳōŜǊǎ ŦŜŜƭ ǿŜƭŎƻƳŜΣ ŀƴŘ ǿŜ ǇǊƻǾƛŘŜ ƭƛŦŜǘƛƳŜ ŎǳǎǘƻƳŜǊ ǎǳǇǇƻǊǘΦ  
We are honored to serve you. 
 
This manual includes the necessary information to assemble your Millie or Freddie Quilting System.  
 
If you are missing any parts or have received incorrect or damaged parts, please call our Customer 
Service Team at 800-426-7233 so we can resolve the problem quickly for you. You can also reach us by 
email at service@apqs.com. 
 
Even if you are not assembling the machine yourself, please read the assembly instructions and 
familiarize yourself with their contents. YouΩƭl learn the different part names and will better understand 
your setup should you ever need to call us for service.  
 
Every machine purchased directly from APQS includes a free, 6-hour beginner class. Visit our Event 
Calendar to locate a beginner class near you, or contact your local dealer for more information. 
 
Be sure to join the APQS Quilting Channel on YouTube ς ȅƻǳΩƭƭ ŦƛƴŘ ǾƛŘŜƻ ǘǳǘƻǊƛŀƭǎ ƻƴ ŜǾŜǊȅǘƘƛƴƎ ŦǊƻƳ  
how to thread your machine to how to quilt feathers, along with helpful maintenance viŘŜƻǎΦ 5ƻƴΩǘ 
forget to άƭƛƪŜέ us on Faceboƻƪ ŀƴŘ Ŧƻƭƭƻǿ ǘƘŜ άWe Love APQSέ CŀŎŜōƻƻƪ ǇŀƎŜΗ  
 
YouΩƭl also find helpful tips on the APQS website at www.apqs.com. Visit the άwesourŎŜǎέ and the 
άService and Supportέ tabs for more videos, our blog, and the answers to the most frequently asked 
service questions.  
 
If you have any questions, please contact us. We are here to help! 

 

APQS 
 
800-426-7233

mailto:service@apqs.com
https://www.apqs.com/events/
https://www.apqs.com/events/
https://www.apqs.com/shopping-tools/ready-to-buy/locate-retailer/
https://www.youtube.com/results?search_query=apqs+quilting+channel
https://www.facebook.com/groups/1456601164424973
http://www.apqs.com/
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Learn more about your APQS Machine  

¶ Click on the Education Tab on our website for information about Beginner Classes in your area, starting a 
business, inspiration, blogs and more.  
 

 
 

¶ Need help? Click on our Support Tab for FAQs, service information and helpful how-to videos. 
 

 
 

¶ Ready to quilt? Want some design ideas? Subscribe to the APQS Quilting Channel on YouTube to see 
hundreds of APQS videos that show you everything from loading the machine to quilting feathers! 

 

¶ Visit our online community on Facebook at άWe Love APQSέΦ Join us for fun conversation, information 
sharing and everyday tips and hints. Everyone is welcome; weΩŘ love to see photos of your projects, hear 
about your successes, and even welcome your questions and suggestions on improving our machine and 
company. άLƛƪŜέ ǳǎ ƻƴ CŀŎŜōƻƻƪ ŀǘ άWe Love APQSέ.  

  

https://www.apqs.com/education/
https://www.apqs.com/
https://www.apqs.com/support/
https://www.youtube.com/@APQSQuilting
https://www.facebook.com/groups/1456601164424973
https://www.facebook.com/groups/1456601164424973


 
 
 

Deluxe Table Assembly Manual     
 

 032726 

APQS.com 

4  

Need More Help? 
 

APQS Customer Service & Support 
We want you to have the best possible quilting experience. We take pride in leading the industry with our 
ǎǳǇŜǊƛƻǊ ŎǳǎǘƻƳŜǊ ǎŜǊǾƛŎŜ ŀƴŘ ǎǳǇǇƻǊǘΣ ŀƴŘ ǿŜ ŎŀƴΩǘ ƘŜƭǇ ȅƻǳ ƛŦ ǿŜ ŘƻƴΩǘ ƘŜŀǊ ŦǊƻƳ ȅƻǳΦ  
 
MondayςFriday, 8 a.m. ς 5 p.m. CST 
800-426-7233 

service@apqs.com 

 

APQS Online Store 
 
Visit our Online Store for needles, bobbins, thread, oil, replacement parts and accessories for your APQS Longarm 
machine. 

 
 

APQS Certified Technicians 
 
In addition to factory-direct support, APQS has trained several APQS Dealers with 
advanced troubleshooting and support skills. These APQS Certified Technicians work 
closely with the factory team to solve problems and help you get back to quilting as 
quickly as possible. Look for the Certified Technician symbol on the APQS Retailer 
listings to see if one is near you.  

 
 

Warranty Information 
 
New APQS Machines sold directly through APQS include a Limited Lifetime Warranty to the original owner. Demo 
machines and Certified Used machines carry different warranties. For information about your warranty coverage 
or how to make a warranty claim, consult the warranty document included with your machine, visit our Lifetime 
Warranty Page, or contact APQS Customer Service at 800-426-7233.

mailto:service@apqs.com
https://shop.apqs.com/
https://www.apqs.com/shopping-tools/ready-to-buy/locate-retailer/
https://www.apqs.com/shopping-tools/explore-machines/lifetime-warranty/
https://www.apqs.com/shopping-tools/explore-machines/lifetime-warranty/
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Assembly Preparation Tips  
Even if you are not assembling the machine yourself, please read through the assembly instructions thoroughly to 
better understand your machine.  

 

 Before assembling your machine, answer these questions: 
Where will the machine be located, and how will it be oriented in the room? 
 
It is important before you move the shipping boxes into your sewing room to identify where your longarm will be 
placed.  Consider where you want the άneedle ǎƛŘŜέ of your machine placed in relation to your space. When 
facing the άneedle ǎƛŘŜέ of the machine, the left or right side of the table can rest next to a wall giving you more 
space on the opposite side. 
 
Before bringing in the long roller/rail boxes (shipping boxes 1 & 2), these boxes are heavy, and it is easiest to open 
the boxes and move the rollers and rails separately (see page 9). The three rollers with canvas are labeled on the 
right side of the roller, the left side of each roller has a threaded end. The roller with no canvas is the Leveler Bar 
and is not labeled, be sure the threaded end of this bar is brought into your sewing space with the threaded end 
going toward the left of your άneedle sideέ of the table. 
 
Be aware of your chosen orientation and which way the rollers need to be carried into your sewing space (you 
Ƴŀȅ ƴŜŜŘ ǘƻ ŦƭƛǇ ǘƘŜ ǊƻƭƭŜǊǎ ŀǊƻǳƴŘ ƛƴ ȅƻǳǊ ǊƻƻƳ ƛŦ ǘƘŜȅ ǿŜǊŜ ōǊƻǳƎƘǘ ƛƴ ƛƴŎƻǊǊŜŎǘƭȅ ŀƴŘ ƛŦ ȅƻǳ ŘƻƴΩǘ ƘŀǾŜ ǊƻƻƳ ǘƻ 
flip them, you may need to take them to a space where they can be flipped around).   
 

 

 
 

 
  

Pick-Up Roller 
Leveler Bar (no label) 
Quilt Top Roller 
Backing Roller 

Rollers are labeled on the 
right side of each canvas. 
These labels need to be 
placed to the right of the 
άneedle sideέ of the table. 

The table rails are also directional. The 
double-channeled side of both rails should 
face each other when bringing them into 
your sewing space. In other words, the 
.ƭƛǎǎ ǊƻŘ ŀƴŘ Ǌŀƛƭ ΨƭƛǇΩ should face outward. 

The threaded end of each roller 
is placed to the left side of your 
table. The Leveler Bar does not 
have canvas and is not labeled. 
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Do you have easy access to electrical outlets? 
 
Your quilting machine draws no more power than a normal household appliance. However, a surge protector can 
reduce the damage risk from electrical spikes. If you need to use an extension cord to reach an outlet, use a 
standaǊŘ άheavy dutyέ 14-gauge extension cord. It should be a three-prong grounded cord. Do not bypass the 
grounding feature by using a two-prong adapter for your outlet. To protect yourself and your machine, have a 
certified electrician re-wire your outlet if it is not properly grounded. Even with a surge protector, consider 
unplugging your machine from the outlet when not in use (or at least during severe electrical storms) to prevent a 
surge from damaging the electronics.  The fabric advance should be plugged into a separate outlet from the 
machine to avoid crosstalk between the power cables. 
 

Are you adding Quilt Path computerized system? 

 
See Quilt Path Installation Manual. We strongly encourage you to invest in a Smart Online (Double-Conversion), 
Pure Sine Wave Uninterruptible Power Supply (UPS) if you live in an area that has incoming power issues. Check 
the description of the unit ς  ȅƻǳ Řƻ ƴƻǘ ǿŀƴǘ ǘƘŜ Ψ[ƛƴŜ LƴǘŜǊŀŎǘƛǾŜΩ ǾŜǊǎƛƻƴǎΦ  This auxiliary unit protects your 
machine and computer from power drops and surges but also provides clean power to the system if your power 
fails, allowing you enough time to properly save your work and shut down the system. The UPS MUST be a Pure 
Sine Wave model to work correctly with your machine. Here are two models recommended by APQS Engineers: 
 

Tripp Lite UPS Smart Online 1000VA 900W Tower 120V Extended Run LCD USB DB9, SU1000XLCD 

 

Minuteman Ecompass EC1000LCD 1000VA Tower UPS, EC1000LCD 

 

Are you adding the optional hydraulic lift or overhead lighting to your table? 
 
See Hydraulic Lift or Overhead Lighting Installation Manuals. These instructions will tell you when it will be best to 
add those parts and are referenced so you can go to the appropriate Installation Manuals. Full instructions for 
accessory installations are included ONLINE and are in your shipping material. 
 
 
What flooring material is in your room? 
 
Wood or parquet floors may be easily scratched if you try to move the machine after putting it together. Consider 
ŎǳǘǘƛƴƎ ŀ ǎƳŀƭƭ ǎǉǳŀǊŜ ƻŦ ǘƛƎƘǘƭȅ ǿƻǾŜƴ ŎŀǊǇŜǘ ǘƻ ŀŎǘ ŀǎ ŀ άŎƻŀǎǘŜǊέ ŦƻǊ ŜŀŎƘ ƭŜƎΣ ǘƘŜƴ ǇƭŀŎƛƴƎ ǘƘŜ ŎŀǊǇŜǘ ŦŀŎŜ Řƻǿƴ 
under each leg as you put the table together. If your room has a plush ŎŀǊǇŜǘ ŀƴŘ ǇŀŘŘƛƴƎΣ ǘƘŜ ǘŀōƭŜΩǎ ǿŜƛƎƘǘ Ƴŀȅ 
eventually break down the pad under the legs. You may want to place additional padding under the legs, just as 
you might under a heavy sofa.  
 
If you park your machine at one end of your table routinely, a heavy carpet pad could eventually break down on 
that end, throwing your machine out of level. Re-check the table if you have difficulty moving the machine. In 
addition, machines on hard concrete or tile floors benefit from padding under the legs to reduce residual 
vibration reflected up the legs from the hard flooring. 
 

 
  

https://www.officedepot.com/a/products/546454/Tripp-Lite-UPS-Smart-Online-1000VA/?utm_source=google&utm_medium=sag&srsltid=AfmBOorJS3HQq3zLuh5PyMPw0EIEHTpWt22AcdHgIJQaQUTwVOZu98Jx8_w#MoreInfo
https://www.officedepot.com/a/products/5725989/Minuteman-Encompass-EC1000LCD-UPS-AC-120/?utm_source=google&utm_medium=sag&srsltid=AfmBOorXk18DFi2CivhpnEGllzC1OOHmQpU1XZ1LnKXlA4DY_hf5caJYoyw


7 

  
 

  
 

 032726 

APQS.com Deluxe Table Assembly Manual 

 General Assembly Order  
Your new quilting machine is not difficult to assemble. It can usually be accomplished in just a few hours. While the 
basic assembly is possible alone, extra hands are very helpful throughout the process. 

 

Assembly Process Overview  
1. Mount the two Aluminum Table Rails to the two Table Legs 

If installing optional casters, put them on before this step. 
2. Install the Rail Cross Tube and Tabletop Braces 

 If installing optional Overhead Lighting or a Hydraulic Lift, add those BEFORE installing the Tabletop. 
3. Install the Tabletop bumpers, then add the Tabletop 
4. Level the table 
5. Assemble and mount the Carriage 
6. Assemble and install the Sewing Head 
7. Install the Pick-Up Roller and Leveler Bar 
8. Add the optional Power Fabric Advance  
9. Install the Quilt Top and Quilt Backing Rollers 
10. Install the Roller Brakes 
11. Complete the electrical connections 
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Assembly Tools 
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 Shipping Box Contents  
 

 

Box ID Contents 

1 (2) Aluminum Rails 

2 (3) Fabric Rollers (1) Leveler Bar 

3 Lexan Table Top  

4 Carriage, Table Assembly Hardware, Cross Tubes, Optional Accessories (e.g. Auto Quilt Advance) 

5 Table Leg 

6 Table Leg 

7 Sewing Head (Handles, Thread Stand, Power Cord, Optional Accessories)  

8, 9, 10 

(optional accessories not shown) ς Overhead Lighting, Hydraulic Lift, Quilt Path (Quilt Path will be 
labeled as the highest number in the shipment. For example, if you do not order the Overhead 
[ƛƎƘǘƛƴƎ ƻǊ [ƛŦǘΣ ōǳǘ ȅƻǳ 5h ƻǊŘŜǊ vǳƛƭǘ tŀǘƘΣ ά.ƻȄ уέ ǿƛƭƭ ōŜ ȅƻǳǊ vǳƛƭǘ tŀǘƘ ǳƴƛǘΦ LŦ ȅƻǳ ƻǊŘŜǊ 
Overhead Lighting AND Quilt Path, the lightinƎ ǿƛƭƭ ōŜ ά.ƻȄ уέ ŀƴŘ ȅƻǳǊ vǳƛƭǘ tŀǘƘ ǿƛƭƭ ōŜ ά.ƻȄ фΦέ)   

 
 
 
 
 
 
 

 
 

  

 
  

 
 

  
 

 
 

 

IMPORTANT: Please keep the sewing head boȄ  Ǉƭǳǎ ŀƭƭ ŦƻŀƳ ƛƴǎŜǊǘǎ ŀƴŘ ŀƭƭ ǇŀŎƪƛƴƎ 
boxes/materials that were inside the head box. These are necessary to protect your machine 
for moving or to safely ship the head to your APQS Certified Technician or back to APQS for 
factory service. 
 
All other packing boxes can be recycled or discarded. 
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 Deluxe Table 
 Step 1: Prepare the Rails & Legs 

 
Tools         
Required: Utility Knife  

Wire Cutter or Scissors  
  Phillips Screwdriver 
  ½ΩΩ Box & Open-End Wrench 
   
 
 
 
 
 
 
 
 

Rail Box (Box 1) 
THE RAIL BOX DOES NOT NEED TO BE MOVED TO YOUR SEWING AREA IMMEDIATELY; it is a heavy box and can be 
opened before moving. 

1. Remove two Phillips-head screws from each side of the top cover of box. 
2. Using utility knife, cut packing tape on box. 
3. Once open, cut zip ties from rails using wire cutters or scissors. 
4. Locate all hardware. (Attached to rails under a zip tie, packed in plastic. Do not throw this away.) 
5. MOVE rails to sewing area individually; be aware of sewing table orientation before moving the rollers 

and rails.  Each roller is stamped for the use of each: ά.ŀŎƪƛƴƎ,έ άtƛŎƪ-Up,έ άvǳƛƭǘ ¢ƻǇ.έ ¢ƘŜ ǎǘŀƳǇŜŘ 
portion of the roller will be installed to the right or needle side of the frame. The rails will be installed 
with the flat side of each rail facing each other.   
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Leg Box (Boxes 5 & 6) 
1. ¢ƛƭǘ ŜŀŎƘ ōƻȄ ƻƴ ƛǘǎ ǎƛŘŜ ǘƻ ƳŀƪŜ ƛǘ ŜŀǎƛŜǊ ǘƻ Ǉǳƭƭ ŜŀŎƘ ƭŜƎ ƻǳǘ ƻŦ ǘƘŜ ōƻȄ όƻǇŜƴƛƴƎ ōƻȄ ǎƻ άǳǇέ ǎǘŀƳǇŜŘ ƻƴ 

box is horizontal). Discard any packing sleeves on the base of each leg. 
2. Adjust Table Height. 

a. Measure the distance between the front roller support to your naval or as your arm bends 
straight across your body. Each of the four leg adjusting rods should be moved to this height. 
Once the table is assembled completely, you can make minor adjustments if needed. 
 

                 
                         
 
 
 

b. Loosen the leg jam nut with the leg wrench; the leg wrench is included in shipping contents. 

       
c. Once you have loosened the leg jam nut with the leg wrench, you can turn the threaded leg 

counterclockwise to extend the leg to the correct distance. Re-tighten the jam nut when you are 
at your desired height. Repeat the process for each leg. 

 
 
 
 
 
 
 
 
 
  

Measure from the floor to your naval as your arm crosses your mid-section across your body. This 
is the height your table legs should be set to on the first roller (Backing Roller).  

 

1. Leg Jam Nut 
a. Use the large black leg wrench that is 

included in your shipping boxes 
2. Threaded Leg 
3. ¾ΩΩ Nut 

3. To adjust the leg 
levelers, loosen the 
leg jam nut    
directly underneath 
the leg with the leg 
wrench. 

4. Place a ¾ΩΩopen-end 
wrench (or crescent 
wrench) on the foot 
pad nut. Turn the nut 
clockwise to lower the 
leg; counterclockwise 
will raise the leg. 

5. When the table is 
level in all 
directions, tighten 
the jam nut 
against the top of 
the leg with the 
leg wrench. 
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The following three pages refer to Millie 30 only. All other head models can skip to page 15. 
 

Step 1 (a): Millie 30 Leg Extensions  

Tools         
Required: Leg Wrench (included  

1/8ΩΩ Allen® Wrench (included)  
  9/16ΩΩ Wrench 
  Tape Measure or Ruler 
 
 
 
 
 
 
 
 
 
 
 

 
 
  

 
 

1. Remove one of the table legs from the box.  
Using a tape measure or ruler, measure the 
distances shown above and record them 
for later use. 

Measure Measure 

 
2.   Using the small side of the leg wrench 
that has been included, loosen the nuts on 
each of the ball joints. Unscrew the ball joints 
and place aside with nuts for now. 
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3. Screw the extension coupler (M3-B) into the end of the leg as shown above. Tighten the coupler 
firmly with a 9/16ΩΩ wrench. 

      
 

4. Slide the leg extension (M3-A) 
onto the coupler. If the leg 
extension does not slide easily 
onto the coupler, loosen the set 
screws in the lex extension using 
the 1/8ΩΩ Allen wrench. 

      
5. Align the leg extension so the threaded insert for the 

ball joint is pointed up. Make sure the leg extension is 
inserted firmly onto the coupler. Tighten both the set 
screws (on each side of the leg extension) with the 
мκуέ !ƭƭŜƴ ǿǊŜƴŎƘΦ   

Additional Allen screw to be tightened 
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6. Screw the nut all the way onto 

the ball joint. Screw the ball joint 
into the threaded insert on the 
leg extension until it is close to 
the measurement taken in the 
first step. 

      
7. Using a tape measure or ruler, screw or unscrew the ball 

joint into the threaded stud until the height of the ball 
joint matches that of the measurement taken in the first 
step. 

Measure 
Measure 

      
8. Hold the ball joint in place while using the included 

leg wrench to tighten the nut against the threaded 
insert. Make sure the ball joint is pointing in the 
correct direction as shown above and does not 
move while tightening. 

      
9. Insert the cap (M3-C) into the open 

threaded insert on the leg. 
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Step 2: Determine Table Orientation  
 

Table Orientation  
The two deluxe table legs are identical. However, the ǘŀōƭŜΩǎ orientation in your room will determine which 
becomes the άǊƛghtέ and άƭeftέ leg and which way the machine faces όŀǎ ǊŜǾƛŜǿŜŘ ƛƴ άhow will your table be 
orientedέύΦ ²ƘŜƴ ŀǎǎŜƳōƭƛƴƎ ǘƘŜ ƳŀŎƘƛƴŜΣ ǘƘŜ άŦǊŜŜƘŀƴŘ όƴŜŜŘƭŜύ ǎƛŘŜέ ǊŜǇǊŜǎŜƴǘǎ ǘƘŜ άŦǊƻƴǘέ ƻŦ ǘƘŜ ǎȅǎǘŜƳΦ 
Decide which direction you want the needle side of the machine to face and then use the side-view diagram 
below to orient your two legs in the correct direction to match. 
 
The table footprint ƛǎ рΩсΩΩ deep with the head pushed as far back as possible toward the rear (Pantograph side). If 
you have the optional automatic quilt advance, add 3ΩΩ to the table length you ordered (e.g., a 12Ω table with the 
ŀŘǾŀƴŎŜ ǿƛƭƭ ƳŜŀǎǳǊŜ мнΩ3ΩΩ.) 
 
With the machine oriented as shown below, the left side of the table can be against a wall if desired. Plan on 
another 2 feet on the remaining sides of the quilting system for comfort. 
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Step 3: Attach Legs to Rails  
 
Attach Rear Rail to Legs  
 
Tools                
Required: 3/16 ς inch Allen Wrench  

(included) 
   
 
 
 
 
 
 
 
 
 
 
 
Install the Rear Rail on the Table Legs  
Images below show adding the rear rail to the right leg first, based on the orientation described above. However, 
you could start with the left leg if it is more convenient, but keep in mind the photo orientation.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

1. The flat rail side with the channels faces the 
ǘŀōƭŜΩǎ ŎŜƴǘŜǊΦ [ƛŦǘ ǘƘŜ Ǌŀƛƭ ŜƴŘ ƻƴǘƻ ǘƘŜ ƭŜƎΩǎ ǊŜŀǊ 
mounting bracket. Tilt the leg toward the rail so 
that the rail is flush with the mounting bracket on 
the leg.   

 

 

2.  Place the QP table bracket in front of the 
rear leg mounting bracket. Place the 
aluminum rail in back of the rear leg 
mounting bracket. The QP table bracket 
flange should be on the outside of the table 
and facing forward.  
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5. Using a 3/16 Allen Wrench (provided), slightly 
tighten the outermost pair of bolts on both ends 
of the table. This will keep the rail and legs solid 
as you install the rail caps. 

 

 

 

 
 

 
 

4. Move to the opposite table leg and 
attach the rail and QP table bracket 
to the other back leg using four bolts 
and washers through the rear leg 
mounting bracket. 

 

 

 

 

 

 

 

 

 
 
 

3. Insert four bolts and washers through the QP table 
bracket, the rear leg mounting bracket, and into 
the T-nuts in the channels of the aluminum rail.  
HAND TIGHTEN FOR NOW. 

 

 
 

 
6. If present, remove the clamp-on 

shaft collar and plastic rail cap from 
each end of the REAR bliss rod 
before moving on to the next step. 
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Repeat steps 7 through 10 for the other end of the table.  
 
 

 
 

7. Place the rail cap over the rear rail against the QP table 
bracket. Run button head screws through holes.  

 
 

8. Add 5/16 lock washer and 
5/16 nut to each screw.  

 

 
 

9. ¦ǎƛƴƎ ŀ ѹέ ǿǊŜƴŎƘΣ ƘƻƭŘ ǘƘŜ ƴǳǘ ŀƴŘ ǘƛƎƘǘŜƴ 
ǘƘŜ ōǳǘǘƻƴ ƘŜŀŘ ǎŎǊŜǿ ǳǎƛƴƎ ŀ оκмсέ !ƭƭŜƴ 
wrench.  

 

 
 

10. While pushing in on the rail cap, tighten 
the four socket head screws on the QP 
ǘŀōƭŜ ōǊŀŎƪŜǘ ǳǎƛƴƎ ŀ оκмсέ !ƭƭŜƴ ǿǊŜƴŎƘΦ   
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Table with rear rail installed. 
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Attach Front Rail to Legs   
 
Tools     
Required: 3/16 ς inch Allen Wrench  

(included) 
  
 
  

 
 
 
 
 
 
 
 
 
 

 
 
 

      
 
 
 
 
 
 
 

 
 
 
 
 

 
 
 
 
 
 
 
 

 

 
 

1. Lift the front rail in place with the flat side 
toward the center of the table. Insert 4 
bolts and washers into the bracket holes 
on the table leg and into the T-nuts in the 
rail channel. 

 

 
 
2.  Tighten all bolts holding the rails onto the 
table legs.  
 
3. Repeat for the other side of the table. 

 
Check that the table legs are straight vertically. 
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Installing Rail Caps and Shaft Collars 
 
Tools                
Required: 9/64 ς inch Allen Wrench  

(included) 
   

 
 
Standard rail caps and shaft collars may already be installed on each end of the FRONT rail. If 
not, locate the rail caps and shaft collars in the parts kit, and install them using the following 
directions.  
 

 
 
 
 
 
 
 
 

 
 
 

      
 
 

 
 
 
 
 
 
 
 
 
 
 
Repeat steps 1 and 2 for the other end of the table.  

 

 

 
 

1. Orient the fitted plastic standard rail 
cap so that the smooth side is to the 
outside of the table. Slide the rail cap 
into position on the front bliss rod. 

 

 
 
       2.   Place a two-piece clamp-on shaft collar            
over the bliss rod firmly up against the rail cap. 
Tighten the clamp using a 9/64 Allen wrench.   
 

 
        

3.   Tighten the clamp using a 9/64 Allen wrench.   
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Attaching the Cross Tube 
 
The cross tube is placed between the  
front and back aluminum rails in  
the center of the table. 
 
 
 

1. Remove the t-nuts from each end of the cross tube (J). (Note: 
You may have to loosen the screw holding the t-nuts to 
remove them. This can be done with the included 5mm Allen 
wrench.)  

 

 
 

2. Slip a t-nut into the top channel 
of each (front and back) rail.  
Slide the t-nuts so they roughly 
align with the center mark on 
the rails. 

 

 
 
 
 

3. Align the integrated 
screw of the cross tube to the  
t-nut in the rail. Thread the 
integrated screw into the t-nut 
but leave loose. Repeat for the  
other end of the cross tube. 
 
 

 
4. Slide the cross tube so the  

center is roughly aligned with 
the mark on the rail. Tighten 
each side fully. 

 
 

NOTE: If you are installing Hydraulic Lift, refer to that manual before going 
forward.

5mm 
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Step 4: Install the Tabletop 
 

 
Note: Each table length will have a different assortment of tabletop sections and tabletop braces. 
CƻǊ ƛƴǎǘŀƴŎŜΣ ƛŦ ȅƻǳ ƘŀǾŜ ŀ мнΩ ǘŀōƭŜΣ ȅƻǳ ǿƛƭƭ ƴƻǘ ǊŜŎŜƛǾŜ a нΩ ǘŀōƭŜǘƻǇ ǎŜŎǘƛƻƴ όCύΦ wŜŦŜǊ ǘƻ ǘƘŜ 
images on pages 24 through 26 to determine where to place each brace and tabletop section.  

 
Helpful Tool: Tape Measure (not included) 
 

Placing the Bumpers and Tabletop Braces 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
 

 

 
 

1. Locate the tabletop braces (K) and 
insert 4 tabletop grommets (M13) 
into the locations shown above for 
each brace. Make sure the flange of 
the tabletop brace is facing 
downwards.  

 
2. Place the tabletop braces on the table 

rails making sure the flange of the 
tabletop brace faces downward. Refer 
to the next page for locations. 
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3. One tabletop brace is placed at each end of the table. Additional tabletop braces may be 
ǇƭŀŎŜŘ ŀǘ пΩ ƻǊ нΩ ƛƴŎǊŜƳŜƴǘǎ, depending on your table length. It may be helpful to place a 
length of tabletop on the table assembly to figure out where the tabletop braces need to 
go. These can then be removed to add the bumpers.  

 
 
 
 
 
 
 
 
 

 
 

 
 
The following images show the location of the tabletop braces (shown in yellow) and the 
bumpers (shown in red) for different table lengths. 
 

 
8 ft table  

 
 

 
  

 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 

4. Once the tabletop brace locations are determined, place a bumper on 
each side of the brace to hold it in place. Repeat for the other brace(s).  
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10 ft table 
 
 

 
 
 
 

12 ft table 
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14 ft table 
 
 
 

 
   

 

 
 

Placing the Tabletop Sections 
 
Each table length will have a different assortment of tabletop sections. Place each tabletop section 
so that its ends are supported by either the cross tube or a tabletop brace.  Tabletop sections 
should be placed with the smooth side down and the textured side facing up.  
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Step 5: Level the Table  
 
Tools Required: Leg Wrench 

¾ΩΩOpen-End Wrench or Crescent Wrench 
Long Level 
 

For optimum movement, the table should be level both left-to-right and front-to-back. You can adjust each 
leg independently to get the table as close to level as possible. While this section describes the leveling 
process, you can also use it to adjust the ǘŀōƭŜΩǎ ǿƻǊƪƛƴƎ ƘŜƛƎƘǘΦ ¢ƘŜ ƭŜƎ ŜȄǘŜƴǎƛƻƴǎ ŀƭƭƻǿ ф ƛƴŎƘŜǎ ƻŦ ǳǇǿŀǊŘ 
adjustment. 
 

1. Move the table close to its final location. 
2. Place a level across the two rails near the end of the table (parallel to the leg). Adjust legs as 

described below.  

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 

 
1. To adjust the leg levelers, 

loosen the large jam nut 
directly underneath the 
leg with the leg wrench. 

 

 
2. Place a ¾ΩΩ open-end wrench (or 

crescent wrench) on the foot pad 
nut. Turn the nut clockwise to 
lower the leg; counterclockwise 
will raise the leg.  

 
3. When the table is level in all 

directions, tighten the jam 
nut against the top of the 
leg with the leg wrench. 
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BLISS TABLE NOTE: 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

On Bliss tables, the machine carriage is extremely sensitive. Even the gentle tug of the power cord dragging on 
the floor can make the machine drift. A small amount of drift is normal. However, if your machine is moving 
ƳƻǊŜ ǘƘŀƴ ŀ ŦŜǿ ƛƴŎƘŜǎΣ ȅƻǳΩƭƭ ƴŜŜŘ ǘƻ ŀŎǘǳŀƭƭȅ άǳƴ-ƭŜǾŜƭέ the table slightly to prevent it. Make the adjustments 
described in the next paragraph after your system is fully assembled. 
 
Since the Bliss carriage rides on top of the rails, you will not notice the difference as you quilt. In this case, the goal 
is to put a slight άtwistέ in the table so that the carriage cannot coast on its own. Try slightly raising or lowering just 
ONE leg on one end of the table to stop the drift. If necessary, move to the opposite leg and adjust the individual 
legs until the machine holds its position as consistently as possible. 
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Step 6: Install the Optional Pattern Cover 
 
Tools 
Required:  tŀƛƴǘŜǊΩǎ ǘŀǇŜ 
  (not provided)  
 
 
 
 
The pattern cover protects paper pantographs and keeps them in place for quilting 
pantos from the back of the machine.  
 

1. Unroll the pantograph cover and roll it backwards or lay it flat on the floor so it can relax and flatten 
out.  The plastic cover can scratch easily, so laying it on a bedspread or carpet for this process can 
help lessen any damage.   

2. The pattern cover can be cut down to length of each tabletop section or installed as one full length 
piece.   

3. Make sure there is no dust on the tabletop ς Swiffer Dusting Cloths work the best.   
4. Use ǇŀƛƴǘŜǊΩǎ ǘŀǇŜ (represented in blue in the images below) to hold the pattern cover where it 

should be positioned on the tabletop. Roughly 1.5 inches from the rear bliss rod. 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 

5.  Use the included clear packing tape (represented in red in the image above) to attach the clear 
pattern cover to the front side of the tabletop.  Spend the time needed 
to remove air bubbles by putting pressure on the tape. This will help it 
stick easier.   
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Step 7: Install the Carriage  
 
Tools Required: 3/16ΩΩ Allen Wrench 
   Pliers 

     
 
 
 

Install the Carriage Axles 

 
To protect your tabletop and carriage, you can leave the carriage inside the Styrofoam packaging until you 
have installed the axles. 
 
Note: The needle side of the carriage has two sets of axle mounting holes. Install the Bliss front axle in the 
ǎŜŎƻƴŘ άƛƴƴŜǊέ ǎŜǘ ƻŦ ƘƻƭŜǎ ŀǎ ƛƴŘƛŎŀǘŜŘ ƛƴ the image above. 

 
 
 
 
 
 
 
 
 
 
 
 

Image C 

 
1. Remove the rubber packing sleeves from 

the axle bolts. 

 

 
2. At the front of the carriage, locate the two 
άƛƴƴŜǊέ ǎŜǘ ƻŦ ƘƻƭŜǎ ŀƴŘ ǎǘŀǊǘ ōƻƭǘǎ ōȅ ƘŀƴŘΦ 
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Note: The Bliss Rear Carriage Axle may have been shipped already mounted on the 
underside of the carriage. If not, follow the next two steps to install the rear carriage 
axle. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
3. Tighten the mounting screws securely with a 

3/16ΩΩ Allen wrench.   

 

   
4. 5ƻǳōƭŜ ŎƘŜŎƪ ǘƘŀǘ ǘƘŜ άǊŀƛƭ ƎǳŀǊŘέ ƻƴ ǘƘŜ 

axle faces the carriage front. 

   
5. Place the Bliss rear carriage axle 

over the rear mounting holes. 
Make sure the jack faces the rear 
of the carriage. 

 
6. Tighten the mounting screws 

securely with a 3/16ΩΩ Allen wrench. 
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Install the Carriage 
 
 

 
¢ƛǇ ǘƘŜ ŎŀǊǊƛŀƎŜ ǳǇ ŀǎ ǎƘƻǿƴ ŀǘ ǘƘŜ ǊƛƎƘǘ ŀƴŘ Ƙƻƻƪ ǘƘŜ ŦǊƻƴǘ ŀȄƭŜΩǎ Ǌŀƛƭ ƎǳŀǊŘ ƻǾŜǊ 
the front rail lip (shown left). Lay the carriage down on the rear rail and check its 
movement along the tabletop. If the carriage does not roll smoothly along the 
table, lift the back of the carriage again and re-seat the rail guard on the front 
rail. Recheck movement. 

 

 
Roll the carriage to the left side of the table.                   Clamp a fabric clamp (M10) to the rail on each 
                                                                                                        side of the carriage axle. This will prevent the     
                                                                                                        carriage from moving when installing the 
                                                                                                        sewing head. 
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Step 7 (a): Millie 30 Carriage  
 
For the Millie 30, a Carriage Stabilizer needs to be installed on the front side of the carriage axle. There 
are two screws on the front axle that need to be removed, and the Carriage Stabilizer is to be installed 
in this section as shown below. This item will ensure that your Millie 30 will be stable as you quilt. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

            
3. Place Carriage Stabilizer onto the front carriage axle. 
4. Insert the two Phillips-head screws that you removed in Step 1 (do not tighten yet). 
5. Image B below, with the screws and arrows, is how the Carriage Stabilizer is adjusted. The holes are 

slotted so you can adjust the stabilizer up or down to contact the edge correctly. 
6.  

      
6. As you install the Carriage Stabilizer, make sure the bottom lip of the wheel is contacting the bottom 

edge of the rail (image A). 
7. Once the up or down adjustment has been made (Image B), tighten the two screws to keep the 

Carriage Stabilizer in place.  

 
2. Locate Carriage Stabilizer 

(shown above).   
1. Remove two Phillips-head screws from front axle.  Set these two 

screws aside for Step 4 below. 

A 

B 
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Step 8: Install the Sewing Head 
 
Tools Required: Phillips Screwdriver                         

 
 
  Secure Carriage on Table 
 
 
 
 
 
 
 
 
 
 
 
 
 

  

 
Use the Pony Clamps (W) to secure your carriage 
to the table rail.   

 
Use a Pony CƭŀƳǇ ŦƻǊ ŜŀŎƘ ǎƛŘŜ ƻŦ ǘƘŜ ŎŀǊǊƛŀƎŜΩǎ 
front axle to keep the sewing head from rolling as 
you mount the sewing head onto the carriage. 
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Unpacking the Sewing Head Box 

 
                                                                                   

 
 
 
 
 
 

                                 
 

 
 
 
 
 
 
 
 
 
        
 
 
 
 
 
 
 
 
 

3. Tip the box so that the machineΩs back side rests on the floor. Pull the machine carefully out 
of the box leaving the machine head to sit in the foam that is on the back side of the 
machine. 

 

Keep the sewing head box and packing material for any future factory or 
service needs. 
 

1. Carefully open the sewing head box. The head box includes custom foam inserts to protect the machine 
ŘǳǊƛƴƎ ǎƘƛǇǇƛƴƎΦ {ƻƳŜǘƛƳŜǎ ǘƘŜ ōƻȄΩǎ ƘŀƴŘƭŜ ƘƻƭŘǎ ƎŜǘ ǎǘǳŎƪ ƛƴ ǘƘŜ ŦƻŀƳ ƳƻƭŘǎΣ ƳŀƪƛƴƎ ƛǘ ŘƛŦŦƛŎǳƭǘ ǘƻ 
remove the head from the box. If this happens, just slide a flat head screwdriver between the foam 
ƛƴǎŜǊǘ ŀƴŘ ǘƘŜ ōƻȄΩǎ ǎƛŘŜ ǘƻ ŦƻǊŎŜ ǘƘŜ ŎŀǊŘōƻŀǊŘ ŦƭŀǇ ƻǳǘ ƻŦ ǘƘŜ ŦƻŀƳ ƛƴǎŜǊǘΦ 

2. Remove all accessories and supplies from the head box. 

 



 

Deluxe Table Assembly Manual 
 

 032726 

APQS.com 

36  

Install the Front Handles 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  

       
1. Locate the front handles inside of the sewing head box.  
2. Carefully remove any packing foam and plastic from the handles.  
3. Remove the foam from the front of the machine (top side as machine comes out of box).   
4. Place the handle (FF) behind the crank housing as shown above in Image A.  You may need to rotate 

the handles in the center clamp to align the handles correctly. 
5. There are two holes on the mounting face of the clamps. Position these over the matching studs on 

the brace.  Slide into place as shown in Image B. 
 

NOTE: Black hand knobs can be loosened so that you can adjust the handles to a more comfortable 
level. You can tighten the screws to hold the handles in a fixed position. 

 

       
6. The cutout in the handle clamp lines up with the threads on the underside of the top tube. Screw 

the ¼-20 bolt into the threads and tighten with a 1/8ΩΩAllen wrench (provided). 
 

 
7. Plug the cable into the jack on the left side of the top cover. 

 

A 
B 
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Place the Quilting Head on the Carriage 
 
 
 
 
 
 
 

                              
 
 

   
1. From either the front or back of your table, lift the 

quilting head and guide the axle wheels onto the 
carriage.   

 
2. Be sure to keep the sewing head level as 

you align the wheels with the carriage.   

 
3. To keep the head from rolling off the carriage, use the 

clamps by placing one clamp on each side of the 
ǎŜǿƛƴƎ ƘŜŀŘΩǎ ŦǊƻƴǘ ŀȄƭŜ ǿƘŜŜƭ ŀǎ ǎƘƻǿƴ ŀōƻǾŜΦ 
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Step 9: Install the Rollers 
 
Tools Required: Phillips Screwdriver 
   Utility Knife 
 
 
 
 
 
 
 
 

Unpacking Box 2 ς Roller Tubes 
 

1. Open Box 2 as you did the Rail Box (Box 1), removing two screws from each end and cutting the 
ǎǘǊŀǇǇƛƴƎ ǘŀǇŜΦ [ƻŎŀǘŜ ǘƘŜ ǊƻƭƭŜǊ ƭŀōƭŜŘ άtƛŎƪ ¦Ǉ.έ όEach of the fabric rollers have stamped labels of 
άtƛŎƪ ¦Ǉ,έ ά.ŀŎƪƛƴƎέ ŀƴŘ άvǳƛƭǘ ¢ƻǇ.έ The Leveler Bar has no canvas attached and is not labeled.)   

 
Each roller has a shaft end and a threaded end.   
 
 
 
 
 
 
 
 
 

 
 
 
 

 
 
 
 
 

2. Move the machine head toward the left table leg. Place the shoulder bolts and spacers near this 
side of the table. 

  

 
The shaft ends fit into ball (heim) joints on the 
RIGHT table leg (when viewed from the needle 
side of the machine). 
 

 
The threaded ends face the LEFT table leg.  
The shoulder bolts and collar spacers will 
mount the threaded end of the left table leg. 
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3. Rollers will be placed in the following positions of the table legs. 

 
 

4. The shaft end of each roller mounts to the right table leg. 
5. With the machine head on the left side of the table, insert the Pick-¦Ǉ wƻƭƭŜǊΩǎ ǘƘǊŜŀŘŜŘ ŜƴŘ ƛƴǘƻ 
ǘƘŜ ƳŀŎƘƛƴŜΩǎ ǘƘǊƻŀǘ ŀƴŘ ǊŜǎǘ ǘƘŜ ǊƻƭƭŜǊ ƻƴ ǘƘŜ ƳŀŎƘƛƴŜΩǎ ǘƘǊƻŀǘ ƛŦ ƴŜŎŜǎǎŀǊȅ ǿƘƛƭŜ ȅƻǳ ōŜƎƛƴ ǘƻ 
install the shaft end. 

6. Move to the right side of your table and insert the Pick-¦Ǉ wƻƭƭŜǊΩǎ ǎƘŀŦǘ ŜƴŘ ƛƴǘƻ ǘƘŜ ǳǇǇŜǊƳƻǎǘ 
ball joint. 

 
 

  

Insert the Pick-up 
wƻƭƭŜǊΩǎ shaft end 
into the uppermost 
ball joint on the 
right side of the 
table. 
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7. On the left side of the front of your machine: 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

 
Install the Leveler Bar 
 

1. As you did with the Pick-Up Roller, with the machine head on the left side of the table, insert the 
[ŜǾŜƭŜǊ .ŀǊΩǎ όthe roller with no canvas) ǘƘǊŜŀŘŜŘ ŜƴŘ ƛƴǘƻ ǘƘŜ ƳŀŎƘƛƴŜΩǎ ǘƘǊƻŀǘ ŀƴŘ ǊŜǎǘ ǘƘŜ ǊƻƭƭŜǊ 
ƻƴ ǘƘŜ ƳŀŎƘƛƴŜΩǎ ǘƘǊƻŀǘ ƛŦ ƴŜŎŜǎǎŀǊȅ ǿƘƛƭŜ ȅƻǳ ōŜƎƛƴ ǘƻ ƛƴǎǘŀƭƭ ǘƘŜ ǎƘŀŦǘ ŜƴŘΦ 

2. Move to the right side of your table and insert the [ŜǾŜƭŜǊ .ŀǊΩǎ shaft end into the lower rear ball 
joint. 
 
  

  

 
a. Place a spacer collar between the roller and 

the ball joint. Insert a shoulder bolt through 
the ball joint, then through the collar spacer 
into the roller. 

 
b. Screw the shoulder bolt in until it is flush with 

the ball joint. Hand tightening is sufficient.  
You will see an empty set screw space on the 
collar; it is intentionally removed. You do not 
need to lock the collar in place. 

 
 
3. Install the shoulder bolt and collar, the 

same as the Pick-Up Roller. Leveler Bar has no canvas and no label. 
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Install the Quilt Top Roller & Quilt Backing Roller 

 
1. Locate both the Quilt Top & Quilt Backing Rollers and perform these steps for each roller: 
2. Rest the rƻƭƭŜǊΩǎ ǘƘǊŜŀŘŜŘ ŜƴŘ ƻƴ ǘƘŜ ŦƭƻƻǊΦ ¢ŀƪŜ ƴƻǘŜ ƻŦ ŜŀŎƘ ƻŦ ǘƘŜ ǊƻƭƭŜǊΩǎ placements in the image 

below.  
3. Insert both the Quilt Top and Backing Rollers shaft ends into the ǊƛƎƘǘ ƭŜƎΩǎ ōŀƭƭ Ƨƻƛƴǘ ŀǎ ǎƘƻǿƴ ƛƴ ǘƘŜ 

following image. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

4. On the left side of the table, raise the left side of the roller and install the shoulder bolt and collar as 
with the previous two rollers that you have already installed. 
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Step 10: Install the Tension Brake(s) 

 
Tools Required: 3/16ΩΩAllen Wrench  
    
    
Parts Required: 1 or 2 Roller Brakes 

 
 
Install the Quilt Top Backing Brake 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
  

 
1. Hold the blue handle; turn the brake bolt 

counterclockwise to loosen it using a 
3/16ΩΩAllen wrench. 

 
2. Loosen the brake bolt enough to slip the brake 

over the Quilt Top and Quilt Backing Rollers. 

 

        
3. Place the curved end of the two brake plates over the Quilt Backing Roller as shown above.  This 

will ensure you have the most grip holding the backing fabric and a flat surface to quilt on. 

 



 

Deluxe Table Assembly Manual 
 

 032726 

APQS.com 

43  

Adjusting the Brake 

1. Insert a 3/16ΩΩAllen wrench into the long bolt under the brake.   
2. Hold the screw steady with the Allen wrench.   
3. Lift the blue handle from its locked position, then rotate the  

handle clockwise to tighten the brake or counterclockwise to  
loosen the brake.  

4. Test the brake pressure by engaging the handle; repeat the  
process if more pressure is needed. The handle is engaged  
when its tip points down toward the brake.   

 
 

Roller Brake Operation  

  
Install the Pick-Up/Leveler Bar Brake 
 
NOTE: If you purchased the optional Power Fabric Advance, you would not install a second roller brake.  
aƻǾŜ ŀƘŜŀŘ ǘƻ ǘƘŜ ǎŜŎǘƛƻƴ ǘƛǘƭŜŘ άLƴǎǘŀƭƭ ǘƘŜ Roller Handlesέ on the next page.  
 
If you did not purchase the optional Power Fabric Advance (PFA), follow the process above to install the 
second brake to the Leveler Bar and Pick-Up Roller.  

 
 

  

THE blue handleΩǎ outward rounded (convex) side engages  
the brake.   
 
The blue handle can swing around 360 degrees; therefore, your 
brake can be locked with the handle pointing toward the top 
part of the brake OR the bottom part.  

Install the curved 
end of the brake to 
the Pick-Up Roller. 
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Step 11: Install the Roller Handles  
 
Tools Required: 5/32ΩΩ Allen Wrench 
    
Parts Required:  3 Roller Handles  

(2 for optional Power Fabric Advance) 
 
Roller handles are installed on the three canvas covered rollers, not on the Leveler Bar (no canvas). If you 
purchased the optional Power Fabric Advance, the Pick-Up Roller will not need a roller handle. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

 
 

 
 

1. Each handle is installed using 
a 5/32ΩΩAllen wrench. Make 
sure the Allen set screw is not 
extending into the handle 
mounting hole. 

 

 
 

2. Align the handle set screw with the flat side of the Roller Shaft.  
Push the handle on to the shaft and tighten the set screw for 
both the Quilt Top and Backing Rollers. 
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Step 12: Install the Fabric Clamps 
 
      
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  

 
1. Attach each hook and 

loop faster strap with 
buckle (JJ) to the loop 
tape that is pre-installed 
on each leg. 

 

 
2. The buckle should be on the 

outside of the leg, the lever 
ǎƘƻǳƭŘ ƻǇŜƴ άǳǇ.έ 

 

 
3. Unroll clamp with elastic (II).  

Hold the clamp so the side 
with the elastic attached is 
facing the floor. 

 

 
 

4. Raise the buckle lever 
and slide the elastic end 
into it as shown above. 

 

 
5. Pull the elastic through to 

the desired length for 
your quilt. 

 

 
 
 

6. Push the lever down to hold 
the elastic in position. 
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Step 13: Install the Optional Power Fabric Advance 
 
Tools   
Required: Socket Wrench 
  рκонέ Allen Wrench 
 
If you did not purchase the optional  
Power Fabric Advance, skip this step  
and proceed to Step 10. 
 
NOTE: When using the Power Fabric 
Advance, release pressure on the  
Roller Brake to reduce fabric strain  
and motor wear. 
 
 
 
 
 
 
 
Install the Power Fabric Advance (PFA) 
 
If you are installing overhead lighting, the post that mounts to the table legs must be mounted on the inside 
of the flanges.  
 
Note: The Deluxe PFA can only be mounted on the right side of the table. 
 

 
 
 
 
  

 

 
Motor Controller 

 
1. Place the bracket on the right table leg and secure 

with bolts, washers and nuts. Leave loose for now.  

 
2. Once installed, the bracket should 

look like the image above.   
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3. Unthread the wingnut from the 

threaded stud on the PFA 
motor.  

 
5. Tighten the set screw onto the motor shaft 
ǿƛǘƘ ǘƘŜ ƛƴŎƭǳŘŜŘ рκонέ !ƭƭŜƴ ǿǊŜƴŎƘΦ aŀƪŜ 
sure the set screw is tightening onto the flat of 
the motor shaft.  

 
6. Thread the wingnut back onto the 

threaded post to secure the motor 
assembly to the bracket.  

 
4. Slide the shaft coupler all the 

way onto the motor shaft.  

 

 
7. Plug the foot pedal and power supply into the motor assembly. Note: There 

are two different foot pedals that work with the power fabric advance. 
Refer to the image to the right to determine which jack your foot pedal 
plugs into. 
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Operating the Power Fabric Advance (PFA) 
 

 
The foot pedal for your power fabric advance may look slightly different from the image above, but it 
operates in the same way. To advance your quilt on the pick-ǳǇ ǊƻƭƭŜǊΣ ǎǘŜǇ ŀƴŘ ƘƻƭŘ ǘƘŜ ά²ƛƴŘέ ǎǿƛǘŎƘΦ 
wŜƭŜŀǎŜ ȅƻǳǊ Ŧƻƻǘ ŦǊƻƳ ǘƘŜ ǎǿƛǘŎƘ ǘƻ ǎǘƻǇΦ ά¦ƴǿƛƴŘέ ǿƻǊƪǎ ƛƴ ǘƘŜ ǎŀƳŜ ƳŀƴƴŜǊΦ 

 

 
 

The power fabric advance can also be operated from the control box on the side of the 
machine. The controls are shown in the diagram above. (Note: The power fabric advance 
has overload protection built in. If the motor is overloaded it will trip out before damaging 
your machine, your quilt, or you. If this has tripped the red άhǾŜǊƭƻŀŘέ light will illuminate. 
To reset the power fabric advance, simply press the reset button once. 

 

 
 
 
 
















